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APPLICATION WORK

OPERATION

MACHINE SPEC.

ACCURACY CUTTING CONDITION
CONCENTRICITY (    )  SPINDLE SPEEDS ROTATIONAL (N )

 ROUNDNESS  (    )  DEPTH OF CUT   (t  )

 PALALLELISM (    )  FEED       (f  )

 SQUARENESS (    )  SPECIFIC CUTTING PRESSURE  (ks  )

 FLATNESS (    )  MATERIAL

 CYLINDRICITY (    )  HARDNESS

  MAX.CLAMPING FORCE/ROLLER

  OPERATING PRUSSURE

  MAX.ROLLER SURFACE SPEED

  MASS APPROX

  8~80 kgf/cm

  0.06 mm

  2000 kgf

  700 m/min

SPECIFICATION

  152 kg

  REPEATABILITY ACCURACY   0.01 mm

  CENTERING ACCURACY WITHIN
   THE WHOLE RANGE

2

  PISTON AREA   78 mm

  CENTERING RANGE   ∅45~∅310 mm
2

※ Option of central oil lubrication

 - Oil : ISO VG68
 - For heavy working conditions and high build up of swarf
 - Lubrication intervals 2 ~ 5 min
 - Operating pressure Min.10 bar, Max.40 bar
 - The use of our separate complete lubrication unit
    with timer control is recommended
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CENTRALIZED LUBRICATION PT1/8"

(C)

COMPRESSED AIR PT1/4"

(S)

COMPRESSED or AIR

DRAIN PORT PT1/4"
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UNCLAMP PORT PT3/8"

(B)

CLAMP PORT PT3/8"
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Connections

PT3/8

PT3/8 Unclamp

PT1/8

PT1/4

PT1/4

Central Lubrication

Drain

Compressed air

ClampA

B

C
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Attention : Plug drain D only
 if compressed air is used.
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SENSOR CAP M12x1.0p
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NOTE

1. Proximity Sensor는 Option 사양임.

2. Arm에 조립되는 Roller는 cylindrical type이

   기본 사양임.
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