AOx1.2 I

CENTRALIZED 44 COMPRESSED AIR PT1/4"
LUBRICATION PT1/8" 11_1_ (s)
(o)\
S
_— V{ 56.5
c T T
Option
3 q
7 |
1
@
8
e
a g
o S ~
N 2
=
o
9 S
Z|
=
8 e | 1
0 \CLAMP PORT PT3/8"
| (A)
‘ I\-UNCLAMP PORT PT3/8"
T (8)
44 33 33
110, 71.5
243.5,
COMPRESSED or AIR 4-923.0 THRU'
DRAIN PORT PT1/4"
() eA
4-M20x150L
QB 952___
= 932,
[T “
NOTE
1. Proximity Sensor= Option AF2FL. 1T = $ E R
2. Arm0fl =& &= Roller= cylindrical typeOl
Il Al fi ]
| F2rel .
3
o
SPECIFICATION L)
CENTERING RANGE $35~9245 m| : —
PISTON AREA 78 mm? # Option of central oil lubrication M8 TAP DP'1 1 F ATON VO]~ o1 Jassy 50| staB-4 [iser] -
OPERATING PRUSSURE 560 kaljom? _ Oil £ 10 VG68 MACHINE SPEC.J— e | TITLE OF ITEM Jwaterac]size s specJav[ note
: OPERATION |-
Il - TITLE STEADY REST (STAB-4) [PART NAME] ASSEMBLY DRAWING
MAX.CLAMPING FORCE/ROLLER | 1500 kgf - [SL‘?eri"vvii;gﬂviéf;ﬂg‘ﬂsorﬁnaﬂd high build up of swart ACCURACY CUTTING CONDITION. ¢ ) A
[0 TRICITY DWG. NO. STAB-4 JAGENCY]
C;yg%m&gﬁ;ggﬁéécv WITHIN | 6,05 mm - Operating pressure Min.10 bar, Max.40 bar ;UONS;’E&S‘;\ gg; f-l:r;: ;
- The use of our separate complete Iubrication unit SAALELST /7)) — CODENO, _ USER
REPEATABILITY ACCURACY | 0.007 mm with timer control is recommended | ) T DATE
MAX.ROLLER SURFACE SPEED | 715 m/min [Feamess @) T R|MATERIAL e = .
MASS APPROX 106 kg Icvunumcnvg) T RIHARDN&. ] 19 Taned
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